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	EN 12326-1:2005

	Document number:     502520N/09
	Date of issue:     1st of January 2009

	Document issued by:   Pizarras Franvisa S. L.

	Quarry location:     Cantera El Picón   La Baña  (LEÓN)

	This document establishes the conformity of the product described and it is incomplete without the explanation of the meaning of the test results and the requirements of the Standard EN 12326-1:2005.

The tests and criteria to which it is referred are included in the Standard EN 12326-1:2005 and EN 12326-2:2000
The results are in accordance to a random test, and they refer only for the samples supplied for testing.

	Date of sampling:     31/07/08
	Test date:     03/12/08

	Product description:   Roofing and cladding slate

	Commercial name:   50 x 25   FV-20   Black

	

	1   Dimensional tolerances

	Size:     Rectangular slate   500 x 250

	Deviation of length:             Inferior to 5mm.   (<5mm.)

	Deviation of the slate edges from a rectangle:             Inferior to 5mm.   (<5mm.)

	Deviation from orthogonality:                     Inferior to 1%   (<1%)

	Edge linearity deviation:     Inferior to 1%   (<1%)

	Type of slate for the deviation from flatness
	Smooth

	Deviation of flatness
	<0,9

	

	2   Thickness

	Type of slate for the determination of thickness
	Normal

	Nominal thickness
	7mm. 
	Variation
	+/-35%

	

	3 Resistance

	Characteristic MoR 
	Transversal               25,5MPa
	Longitudinal                 66MPa

	Average rupture load
	Transversal                583N
	Longitudinal            1.374N

	

	4 Water absorption
	A1

	5 Frost
	N/A

	6 Thermal cycle test
	T1

	7 Carbonate content
	None

	8 Sulphur dioxide exposure
	S1

	9 Non-carbonate carbon content
	0,43%

	10 External fire exposure
	Pass

	11 Reaction to fire
	Pass in class A1

	12 Release of dangerous substances
	None in roofing and cladding use


